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SLAB DESIGN AS PER ENGINEERS DETAILS

REFER TO SITE SURFACING PLAN FOR PAVING EXENTS

STIFFENING BEAM LAYOUT INDICATIVE ONLY (TO LATER DETAILS)

ROOF PLUMBING PLAN
1:200

SPREADER
TO ROOF BELOW

SPREADER
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SPREADER
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SPREADER
TO ROOF BELOW
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DRAINAGE IN ACCORANCE WITH
CIVIL ENGINEERS DESIGN.

110,000 Litre
Fire Fighting
Tank

2 x 45,000 litre
Detention and Water
Re-use Tanks
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AS NOMINATEDProposed Ceiling Plan LayoutsTHESE DRAWINGS ARE FOR
PRELIMINARY TENDER PRICING AND
ARE TO BE READ IN CONJUNCTION
WITH THE ACCOMPANYING 'SCOPE

OF WORKS'

GROUND FLOOR REFELECTED CEILNG PLAN
1:100

FLUSH PLASTERBOARD
CEILING LINING

FLUSH PLASTERBOARD
CEILING LINING

FLUSH PLASTERBOARD
CEILING LINING

SUSPENDED GYPROCK PANEL CEILING
SYSTEM WITH 1200x600 EXPOSED GRIDS

FLUSH PLASTERBOARD
CEILING LINING

CL @ 2700

CL @ 2700

CL @
2700

CL @ 2700

CL @ 2700

CL @ 2700

STAIR

BULKHEAD @ 2400 BULKHEAD @ 2400BULKHEAD @ 2400

CL @
2400

CL @
2400

CL @ 2700

CL @
2700

CL @
2700

EXIT
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EXIT

EXIT = `STANILITE' QUICKFIT LUMATEC COLD CATHODE
  50,000 HR STANDARD PICTOGRAPH -
  4W MAINTAINED SINGLE AND DOUBLE SIDED EXIT
  SIGNS AND DIRECTIONAL EXIT SIGNS MOUNTED AT
  2.7m MAX. ABOVE FLOOR LEVEL
  C0 = E2, C90 = E1.25
  COMPLYING WITH AS 2293.1 AND BCA Part E4

= `STANILITE' 10W SPITFIRE D20 NON MAINTAINED
  RECESSED EMERGENCY LUMINAIRE (Part No. SF10FP)
  C0 = D20, C90 = D20
  COMPLYING WITH AS 2293.1 AND BCA Part E4

LEGEND

= 1200x300 FLUORESCENT LIGHT FITTING WITH
  CEILING DIFFUSER.
  2x36W DAYLIGHT 6000K TRI-PHOSPHOR TUBES.

=DOUBLE FLUORESCENT SURFACE MOUNTED LIGHT
 FITTING WITH DIFFUSER.
  2x36W DAYLIGHT 6000K TRI-PHOSPHOR TUBES.

ALL EXTERNAL LIGHTING
TO BE DESIGNED AND INSTALLED
IN ACCORDANCE WITH ELECTRICAL
ENGINEER'S / CONTRACTORS DETAILS.
TO BE IN ACCORDANCE WITH
PLANNING PERMIT CONDITIONS.
(TO LATER DETAILS)

EXTERNAL LIGHTING
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EXIT

LIGHTING LAYOUT SHOWN INDICATIVE ONLY. REFER TO DETAILS BY OTHERS.
REFLECTIVE CEILING PLAN SHOWN FOR EXTENT OF CEILING TILES, EXIT SIGN AND
EMERGENCY LIGHTING LOCATIONS ONLY.
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UPPER FLOOR REFELECTED CEILNG PLAN
1:100

FLUSH PLASTERBOARD
CEILING LINING
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